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SUPERIOR LOW-FREQUENCY SOUND 
ABSORPTION

APPLICATIONS:

•	 Practice music rooms
•	 Performance music rooms
•	 Broadcast venues
•	 Recording venue

FEATURES: 

•	 Easy to handle and install in the 
corners of your room

•	 Protects unwelcome low base 
sound reverberations

•	 Class A fire rated

CornerCuts by NetWell are acoustic foam bass traps, also known as corner bass 
traps, that free stand in the corners of a room to help combat low bass frequency 
noise. Stack two in each of the four corners of your room to combat the low 
pitched frequencies stemming from drums, base guitars, and other low pitched 
sound sources.

CORNERCUTS
ACOUSTICAL FOAM BASS TRAPS

controlnoise.com/cornercuts

https://www.controlnoise.com/cornercuts


SEMI-RIGID ACCOUSTICAL VET BAFFLES
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HARDWARE AND INSTALLATION

To install acoustical foam panels, use a heavy-duty water-
based construction adhesive such as Titebond GREENchoice 
or similar.  With CornerCuts, plan for an application rate of 
approximately (1) 10oz tube per 32 square feet.  

Prior to application, the mounting surface should be 
smooth, clean, dry, solid, and free from dust, oil and 

CORNERCUTS PRODUCT SPECIFICATIONS

DESCRIPTION
CornerCuts are are of melamine foam. 
These three-sided sound panels 
stand 48” tall with a fluted convoluted 
cut in the face of the panel to add to 
the absorption values of the panel.

WEIGHT
5 lb-pcf

FIRE RATING
Class A - UL94 HF-1 

SIZES
•	 12” x 12” back adjacent sides
•	 14” wide front fluted face
•	 48” height

residues. Uneven surfaces should be leveled. Panels can be 
easily cut if necessary with a sharp utility knife. 

Adhesive should be spread evenly over the entire back 
surface of the panel. Panels are positioned into place, then 
pressed to the surface and adjusted.  

Be sure to provide adequate ventilation to ensure quick 
bonding. We recommend a test adhesion in a small area 
before proceeding with full installation.
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AVAILABLE COLORS
•	 White
•	 Light Gray
•	 Ink


