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APPLICATIONS:

•	 Restaurants
•	 Office spaces
•	 Schools
•	 Universities
•	 Airports
•	 Churches
•	 Any area where excess 

reverberation is a problem

FEATURES:

•	 Custom sizes available
•	 Excellent acoustical values
•	 Visually appealing acoustic solution
•	 Custom printed

Picture Panels by NetWell offer a visually appealing way to resolve 
reverberant noise problems. Add your logo or custom art on these 
premium acoustic panels guaranteed to improve the aesthetics and 
acoustics of your existing space.

ABSORB SOUND WITH VISUALLY APPEALING 
CUSTOM ARTWORK 

PICTURE PANELS
CUSTOM PRINTED ACOUSTICAL PANELS

https://www.controlnoise.com/picturepanels


SEMI-RIGID ACCOUSTICAL VET BAFFLES
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PICTURE PANELS PRODUCT SPECS

SIZING
Picture Panels are available in 
standard and custom sizes up to a 
maximum of 4’x10’.

THICKNESS 
•	 Standard thicknesses: 1” and 2”
•	 Custom thicknesses available

SUBSTRATES
•	 6-7 lb-pcf rigid fiberglass core
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ACOUSTICAL PERFORMANCE
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HARDWARE AND INSTALLATION

PICTURE PANELS MOUNTING OPTIONS
•	 Impaling Clips (A)
•	 Rotofast Snap-On Anchors (B)
•	 Z-Clips + Wall Brackets (choice of 3” or panel-width) (C) 

For more detailed installation instructions, visit our 
installation page at controlnoise.com/installation.

EDGE DETAIL
A chemically hardened edge comes 
standard on all panels unless 
otherwise requested.

www.controlnoise.com/installation

